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1. Do not scale DraWings. use Dimensions shoWn 

  on DraWings & actual fielD measurements. 

  notify 'appalachia Design services of any 

  Discrepancies founD prior to proceeDing With 

  any WorK. 

2. all traDes shall cross reference all 

  construction Documents for coorDination & 

  scope of WorK. civil, architectural, 

  structural, mechanical, plumbing, & 

  electrical DraWings are complimentary. 

  anything shoWn on architectural DraWings & 

  not shoWn on civil, structural, mechanical, 

  plumbing, & electrical DraWings or shoWn on 

  civil, structural, mechanical, plumbing, & 

  electrical DraWings & not shoWn on 

  architectural DraWings shall be interpreteD 

  as being shoWn on all DraWings. 

3. revieW & coorDinate reQuirements of the 

  DraWings before beginning any WorK or 

  installation. report Discrepancies to 

  'healing hands health center’. WorK founD in 

  conflict With the reQuirements inDicateD on 

  the DraWings shall be correcteD by the 

  contractor. 

Drawings and Documentations

General Notes:

4. verify that utility reQuirements & 

  characteristics of operating eQuipment are 

  compatible With builDing utilities. coorDinate 

  WorK of various construction traDes having 

  interDepenDent responsibilities for 

  installing, connecting to, & placing in service 

  of such eQuipment. 

5. coorDinate location, space reQuirements, & 

installation of mechanical, plumbing, & 

electrical WorK inDicateD on DraWings prior 

to proceeDing With any WorK. 

6. Where material manufacturer  name & 

moDel  number are  shoWn on the DraWings  & 

folloWeD  by 'or approveD eQual or 

eQuivalent', contractor may submit an 

alternate manufacturer  &  moDel 

contractor shall proviDe a letter from the 

manufacturer certifying that the proDuct 

meets  or eXceeDs the specifieD proDuct. all 

submittals shall be approveD by the oWner 

CONTRACTOR NOTES: 

  1. all WorK shall conform to all applicable 

  feDeral, state, & local coDes, orDinances, & 

  regulations  having JurisDiction at proJect 

  site- notify 'appalachia Design services of 

  any issues or conflicts. 

  2. the contractor shall furnish all labor, 

  material  (incluDing taXes), & eQuipment as 

  necessary to complete the WorK as inDicateD 

 on   the DraWings. permits shall be obtaineD & 

 paiD for by the respective contractor, 

  incluDing temporary  occupancy permit (if 

  reQuireD), inspections, approvals, & any 

  relateD fees. 

 3. the general contractor & all 

  sub-contractors shall furnish temporary 

 facilities & eQuipment they neeD to perform 

 their portion of the proJect & as reQuireD 

 for  completion of the WorK. these items may 

 incluDe, but not be limiteD to: Dumpsters, 

 trailers, telephone, electricity, Water, 

 heaters, fire eXtinguishers, etc. the oWner 

 must agree in Writing to furnish or Waive any 

 of these temporary items for the 

 contractor(s) prior to the start of any WorK. 

 inDicateD onthe Demolition plan(s). 

 4. the contractor shall proviDe all layout 

 WorK as  reQuireD. 

5. contractor  shall be responsible for all 

 safety on site & protection of site & property 

per all feDeral, state, & local reQuirements, 

6. the contractor shall visit the site & 

familariZe himself With the eXisting conDitions 

before biDDing the WorK. 

7. the contractor shall proviDe WorKmanship 

that  is neat, secure. & of the best Quality 

 appearance & utility, construction inDustry 

 stanDarDs shall be useD as the guiDe for 

 Quauty of materials & WorKmanship. faulty 

 WorK shall be repaireD or replaceD at no 

 cost to the oWner. 

 8 all WorK performeD shall incluDe all relateD 

 apparatus & accessories normally DeemeD  to 

 be part of a complete pacKage Within the 

 Definitions of normal inDustry stanDarDs. 

 comply With installation reQuirements of 

 manufacturer's instructions & approveD shop 

 DraWings. 

 9. all traDes Which proviDe manufactureD, 

 fabricateD. or assembleD components or 

 eQuipment shall submit shop DraWings prior 

ito orDering or commencing  any WorK. 

 10. the contractor shall furnish all 

 temporary bracing & shoring of all builDing 

 elements During construction. temporary 

 bracing systems shall be DesigneD to 

 WithstanD coDe Design loaDs. if contractor 

 Does not have the reQuireD eXpertise. 

 contractor shall retain the services of a 

 professional engineer to esign & supervise 

 bracing installation.

 11. the contractor shall protect all eXisting & 

 aDJacent areas at all times During 

 construction. any areas DamageD or affecteD 

 by construction shall be patcheD, repaireD, 

 or replaceD as reQuireD to match the eXisting 

 or DamageD areas. contractor to protect all 

 materials When applying paint,     or  any 

 finish material. the general contractor is 

 responsible for all sub-contractors & the 

 sub-contractors are responsible for all 

 clean-up costs to repair material to original 

 conDition. 

12. contractor to notify healing hands health 

center of any change or Deviation from the 

DraWings Within 24 hours of verification to 

alloW ample response 11me if revisions are 

reQuireD. 

13, general contractor responsible to conDuct 

WeeKly to bi-WeeKly Job site meetings With all 

sub-contractors on site- 

14. the contractor shall remove all rubbish & 

Waste material on a Daily basis & Keep the Job 

site & all eXit pathWays broom clean at all 

times. all Waste material shall be DisposeD of 

properly. 

15. the contractor shall be responsible for final 

general cleaning prior to turn-over to 

oWner.  contractor to contact oWner   for 

final inspection. 

16. the contractor shall guarantee all 

WorKmanship  anD materials for a perioD of one 

year after substantial completion of the 

proJect. furnish oWner manufacturer's Written 

Warranties for specifieD eQuipment stating 

effective Warranty Date 

DEMOLITION  NOTES: 
1, refer also to the general notes pertaining to 

contractor  responsibility & the proJect 

DraWings &  Documentation. 

2, the Demolition plan(s) shoW eXisting 

conDitions  obtaineD from eXisting recorD 

DraWings  & Documents 8./or fielD 

measurements.  contractor  to verify all 

conDitions  relating to the Demolition WorK or 

any neW construction. contact  'appalachia 

Design services concerning any problems or 

Discrepancies on the plan(s). 

HVAC NOTES:
I. all mechanical WorK to be performeD by a 

   QualifieD licenseD mechanical contractor. 

2. all eQuipment, fiXtures, fittings, siZes, &  Details to be 
verifieD With oWner prior to construction.  notify oWner 
of any problems,. interferences, or Discrepancies, 

3  unless otherWise noteD, mechanical contractor shall 
proviDe & install all eQuipment & materials reQuireD for 
a    complete & WorKable system. 

4. all mechanical - hvac WorK shall be guaranteeD for  at 
least a perioD of one (1) year.. 

 5. any & all mechanical - hvac eQuipment 

   substitutions must be approveD by the oWner 

   prior to purchase & or installation. 

 6. thermostats shall be programmable soliD state  With 
tamper proof non-yelloWing clear acrylic resin cover 
With Key locK per unit/Zone.  mount  thermostat at 48” 
above finish    floor unless noteD  otherWise. 

7. mechanical contractor  shall balance entire 

   system at the completion of proJect to the 

   satisfaction of the oWner. 

8.DuctWorK notes: 

   a  contractor shall proviDe & install all Dampers, 
Devices, etc.  as reQuireD for complete DuctWorK 
Distribution system. 

   b DuctWorK shall be 1' minimum insulateD 

      DuctboarD as manufactureD by Johns 

      manville or eQual. for main supply runs & 

      insulateD fleXDuct for grille feeDers.

 

   c. insulate metal Duct WorK With 1 ½” thicK fiberglass 
eXternal Wrap insulation With vapor barrier JacKet or 
internally insulateD With 1” thicK fiberglass, mat-faceD 
Duct liner  by oWens—corning,  Johns manville, or an 
approveD substitution.

   D all DuctWorK shall be properly supporteD 

      from  steel framing, all trunK Ducts  must 

      be constructeD of insulateD galvaniZeD 

      sheet metal. 

   e.. branch Ducts may be a fleXible material not 

      to eXceeD 6 ft. in unsupporteD length. 

   f  install air filters to returns at ceiling 

      level. return air grilles. 

   g. eXhaust fan DuctWorK to be unlineD sheet 

      metal DucteD to eXterior Wall as inDicateD 

      on plan, solDer  & or caulK all. seams &

      Joints of Duct Weathertight Where 

      eXposeD to the elements. 

  h. this renovation intenDs to utiliZe as much of the 
original eQuipment as possible. heating anD cooling 
eQuipment Will be of the same type anD siZe as currently 
installeD unless neWer moDel numbers anD higher 
efficiency is available.

PLUMBING NOTES: 
 1. all plumbing WorK to be performeD by a QualifieD licenseD plumbing 

contractor 

 2. all eQuipment, fiXtures, siZes. & Details to be verifieD With oWner 

    prior to construction - notify  oWner of any problems, interferences. or 

    Discrepances. 

 1  unless otherWise noteD. plumbing contractor shall proviDe & install all 

    eQuipment & materials reQuireD for a complete & WorKable system. 

 4  all plumbing WorK shall be guaranteeD for at least a perioD of one (l) year. 

5,  any & all plumbing fiXture/eQuipment substitutions from plumbing 

scheDule  must be approveD by the oWner prior to  purchase & or 

installation. 

6  all plumbing fiXtures to meet current americans With Disabilities act  
    guiDelines. 

7,  all plumbing fiXtures & eQuipment shall be installeD per tie manufacturers 

    recommenDations, 

b.  plumbing contractor to fielD verify all piping siZes & eQuipment / fiXture 
locations prior to installation & maKe aDJustments as reQuireD. 

 9. interior Water piping shall be type ‘l" copper - run overheaD. Water piping 
beloW slab shall be type ‘K’ soft copper With no Joints beloW slab. 
contractor may proviDe alternate Quote for peX pipe Where applicable. 

10. eXterior Water piping shall be scheDule 40 pvc With solvent WelD Joints.  

proviDe thrust blocKing at elboWs & offsets in piping system_ 

11. Waste, vent. & grease Waste piping shall be scheDule 40 pvc With solvent 

WelD Joints. 

12. penetrations through Walls shall have chrome rateD escutcheon plates. 

13. slope horiZontal Drainage piping 1/4" per foot unless noteD otherWise. 

14. plumbing contractor to proviDe fire caulKing, or sleeve piping at rateD 

rooms as reQuireD by coDe. 

15. plumbing contractor to proviDe & install 1 inch closeD cell insulation on 
all hot & colD Water lines. 

16. plumbing contractor to proviDe & install 1" thicK fiberglass insulation 
With vapor barrier on all horiZontal storm piping above slab. 

17. plumbing contractor to proviDe & install ¾ inch thicK closeD cell 
insulation on all Waste piping for lavatories. 

18. plumbing contractor to proviDe & install valves on colD & hot Water 

connections at each fiXture. & at places as reQuireD by fielD conDitions for 

servicing system 

19. Water heaters shall have a five year factory Warranty minimum on tanK, 

Water heaters  shall meet the reQuirements of ashrae  90.1-2007. electric 

Water heaters shall be u.l. listeD & labeleD. proviDe asme & or aga approveD 

temperature & pressure reuef valve. 

20. plumbing contractor to proviDe & install non-conDuctive type 
connections Whenever Jointing Dissimilar materials. 

21. plumbing contractor to install piping to alloW for eXpansion & 
contraction Without stressing pipe or eQuipment connecteD. 

22. plumbing contractor to proviDe & install reDuceD pressure bacKfloW 

preventor connections of non-potable Water to potable Water. 

23. plumbing contractor to aDeQuately support pipes throughout builDing, 
both horiZontal vertical securely attacheD to structure overheaD by 
approveD methoDs. proviDe clevis or split ring hangers With minimum ⅜” 
roDs.

 

  ELECTRICAL NOTES: 

1. all electrical WorK to se performeD by a QualifieD licenseD 

electrical contractor. 

2. all eQuipment, fiXtures, siZes & Details to be verifieD With 

oWner prior to construction - notify oWner of any problems., 

interferences or  Discrepancies, 

3 unless otherWise noteD, electrical contractor shall proviDe 

& install all eQuipment and materials reQuireD for a  complete 

& WorKable system. 

4  all electrical WorK shall be guaranteeD for at least a perioD 
of one (1) year 

s. any & all electrical fiXture/eQuipment substitutions must be 

approveD by the oWner pricr to purchase & or installation 

6, service siZe is to be siZeD to accomoDate the loaD of the 

total proJect: 200 amp panel minimuim; 3 phase, 4 Wire service 

is to be proviDeD unless noteD otherWise. 

7. electrical contractor shall coorDinate panel  sub-panel 

location With general contractor & other engineers plans 

prior to installation. 

b. electrical contractor shall proviDe & install all empty ¾ 

inch phone-Data conDuit in Wall With pull, strings as noteD on 

plans to 6" above ceiling locations to be verifieD With oWner. 

9  all Wiring to be installeD in conDuit as reQuireD by coDe. 

interior conDuit shall be emt. eXterior & unDergrounD 

conDuit shall be rigiD galvaniZeD steel or scheDule 40 pvc. 

minimum siZe shall be ¾ inch conDuit shall be routeD 

perpenDicular to builDing lines Where eXposeD  to vieW, 

10. sWitches shall be specifiction graDe. color of sWitches & 

cover plates shall be ivory unless noteD otherWise mounting  

heights of sWitcres shall comply With a.D.a. reQuirements 

12. receptacles shall be specifieD graDe.  color of receptacles & 

cover plates shall be ivory unless noteD otherWise. mounting 

heights  of receptacles shall comply With  a.D.a. reQuirements 

unless specific  mounting height is shoWn on DraWings or 

reQuireD by  eQuipment one outlet is to be placeD every  20 feet 

maXimum With one on every Wall minimum - unless noteD 

otherWise. 
3. the Demolition WorK shall incluDe all builDing 

traDes, Disciplines (architectural, mechanical, 

plumbing, electrical, fire protection, etc.). refer 

to the DraWings for aDDitional & more specific 
information relating to the Demolition & neW 

construction for these traDes/systems. 

4. the contractor is responsible for all utility 

'shut-DoWns' (shut-offs, capping, etc.) & shall 

coorDinate the WorK to minimiZe utility 

service interruptions. shut-off & cap all 

utilities affecteD by the Demolition areas 

FINISH NOTES:
1. refer also to the general notes pertaining to 

contractors responsibility & the proJect DraWings & 
Documentation

2. all interior gypsum boarD surfaces shall be leverl 4 
finish graDe unless otherWise noteD on DraWings. 
coorDinate final finish material With oWner or 
proJect manager. Wall finish to be maintaineD over 
entire Wall surface unless otherWise noteD.

3. Where gypsum boarD contacts Dissimilar materials, 
proviDe sealant/caulK Joint prior to painting or 
applying other finish materials.

4. all finish paint shall be applieD over a compatible 
factory or fielD applieD primer.

5. paint eXposeD structure anD mechanical anD 
electrical eQuipment as inDicateD by oWner. Do not 
repaint factory finisheD fiXtures or eQuipment.

6. all neW ceiling griD patterns shall be centereD in each 
room or space unless otherWise noteD.

7. all mechanical & electrical fiXtures installeD in 
ceiling shall be centereD on ceiling tile unless 
otherWise noteD. 

8. flooring contractor to proviDe color matcheD 
sealant/caulK to floor finish as reQuireD. floor finish 
material shall be luXury vinyl tile as per oWner 
reQuirements.

9. floor finish material Will be luXury vinyl tile 
throughout the builDing. lvt shall be:
engineered floors/pentz, cascade l2520,thickness: 2.5mm, 
plank size: 7” X 48”, 10 year commercial warranty, floor score 
certified, color: Key Largo

5. the contractor is 
responsible for all 
utility re-routing & 
reconnecting of 
utilities & shall 
strive to maintain 
continunity in the 
utility (mechanical, 
electrical, plumbing) 
systems & services. General Notes
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